
LUMET System



Create a unique atmosphere 
with the LUMET SYSTEM.
Light up your outdoor spaces for a special evening 
with the colorful Creative-Cables string light systems.

IP44

LUMET System

READY-TO-USE LIGHTS
The Lumet System allows you to create 
outdoor lighting that is easy to install and 
dismantle. It is perfect for evenings spent 
outdoors with your friends, at home or on 
holiday!

MOISTURE-PROTECTION

The IP44 protection classification means that 
you can install the Lumet System string lights 
in your outdoor spaces, even during the most 
humid evenings, and quickly take them down 
before each downpour.

IP44

TAILOR-MADE
The characteristics of the cable and 
lamp holders mean that you can configure 
Lumet easily according to your needs. 
If your requirements change, reconfiguring 
the system is just as simple!



Schuko Plugs, hooks, junctions, lamp holders: everything you need to complete your string light and illumi-
nate gardens, gazebos and terraces.

String light accessories 

SPCATFRN

PLC27TPN19

TERGCATN

CON01 PC10FCATM01

PLC27PNTF

Plug Hook

Lampholder Lampholder for lampshades

Junction box Wal fairlead

Flat cables

Specifications:
H05RNH2-F 300/500 VAC Rectangular flat shaped 2x1,5mm2 cable
Standard reference: EN 50525-2-82 and IEC 60245.
The cable is sold by the meter, multiple orders will be delivered in one piece up to a maximum of 25 meters in length.

XZ15CM09 XZ15CM16 XZ15CM17

XZ15CH69 XZ15CM21 XZ15CM22 XZ15CM27 XZ15CM02

XZ15CM03 XZ15CM04 XZ15CZ04 XZ15ECM39 XZ15CZ22

XZ15CN06 XZ15CX08 XZ15ECC37

XZ15CF10

XZ15CM10 XZ15CM05 XZ15CF15



CATE27B075CF10 CATE27N075CF10

CATE27B075CM10 CATE27N075CM10

CATE27B075CM05 CATE27N075CM05

CATE27B075CF15 CATE27N075CF15

CATE27B075CM09 CATE27N075CM09

CATE27B075CM16 CATE27N075CM16

CATE27B075CM17 CATE27N075CM17

CATE27B075CH69 CATE27N075CH69

CATE27B075CM21 CATE27N075CM21

CATE27B075CM22 CATE27N075CM22

CATE27B075CM27 CATE27N075CM27

CATE27B075CM02 CATE27N075CM02

CATE27B075CM03 CATE27N075CM03

CATE27B075CM04 CATE27N075CM04

CATE27B075CZ04 CATE27N075CZ04

CATE27B075ECM39 CATE27N075ECM39

CATE27B075CZ22 CATE27N075CZ22

CATE27B075CN06 CATE27N075CN06

CATE27B075CX08 CATE27N075CX08

CATE27B075ECC37 CATE27N075ECC37

7,5 mt Lumet String Light Kit 

This Kit is composed of 7,5m Lumet String Light of the chosen color, 5 E27 Lamp Holders, 1 Hook and 1 Schuko Plug. These string light kits 
can be purchased with both black or white components.

Ready-to-use Lumet string lights are ideal for lighting outdoor spaces such as gardens, terraces, and gaze-
bos with a solution that is simple to install and to remove. 
The kits offer a complete solution, available in different lengths and colors.

Lumet Complete Kits

CATE27B125CF10 CATE27N125CF10

CATE27B125CM10 CATE27N125CM10

CATE27B125CM05 CATE27N125CM05

CATE27B125CF15 CATE27N125CF15

CATE27B125CM09 CATE27N125CM09

CATE27B125CM16 CATE27N125CM16

CATE27B125CM17 CATE27N125CM17

CATE27B125CH69 CATE27N125CH69

CATE27B125CM21 CATE27N125CM21

CATE27B125CM22 CATE27N125CM22

CATE27B125CM27 CATE27N125CM27

CATE27B125CM02 CATE27N125CM02

CATE27B125CM03 CATE27N125CM03

CATE27B125CM04 CATE27N125CM04

CATE27B125CZ04 CATE27N125CZ04

CATE27B125ECM39 CATE27N125ECM39

CATE27B125CZ22 CATE27N125CZ22

CATE27B125CN06 CATE27N125CN06

CATE27B125CX08 CATE27N125CX08

CATE27B125ECC37 CATE27N125ECC37

12,5 mt Lumet String Light Kit 

This Kit is composed of 12,5m Lumet String Light of the chosen color, 10 E27 Lamp Holders, 1 Hook and 1 Schuko Plug. These string light kits can 
be purchased with both black or white components.



COPYRIGHT BY CREATIVE-CABLES S.P.A.
IT IS FORBIDDEN TO COPY THE CATALOGUE, EVEN PARTIALLY.

In the ongoing search for technical and functional improvements, 
Creative-Cables reserves the right to make changes, substantial 
or not, to its products, which may be put into effect without prior 
notice.
The images and the colours are provided for general information 
purposes only and are not binding for Creative-Cables.
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